
Features

 • Increase productivity beyond bowl ca-
pacity in your cold beverage machine!

 • Automatically refills dispensing bowls 
as the product drops below the preset 
level.

 • Placed between the bowl, liquid 
concentrate, and a potable water line, 
the autofill system mixes the liquid con-
centrate and water together and refills 
the bowl.

 • Single and double pump available. 
 • Compatible with liquid box products 
used to create chilled or frozen drinks.

 • Use with the Simplicity series and the 
Classic series models D15, D25, D35, 
E29, and E49.

 • Safeguard controls prevent overfilling 
of bowls.

 • Automatic shutdown at power failure.
 • Unit includes:  72” (1.83 m) concentrate 
tubing, 72” dispense tubing, 72” sensor 
probe cable, sanitizing system, digital 
control system, and power cord. 

 • Input and output water tubing at-
tached with quick connects.

 • Output:  1.5 - 2.5 oz (44-74 ml) per sec-
ond at 32 psi outlet pressure maximum.

 • Output in sanitizing mode:  approxi-
mately 3 gallons (11.4 L) per minute.

 • Pre-drilled bowls required.
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MODEL DESCRIPTION ELECTRICAL
PRODUCT

DIMENSIONS
(H X W X D)

SHIP DIMENSIONS
(H X W X D)

SHIP WEIGHT

2001-000
Single Pump

Mixing Ratio of 5:1
120V / 60Hz / 2A  / 1Ph

NEMA 5-15P line cord included.
6.5" x 11.75" x 9.625"

(17 cm x 30 cm x 25 cm)
9.75" x 14.25" x 13.25"
(25 cm x 36 cm x 34 cm)

19 lbs.
(8.6 kg)

2001-001
Single Pump

Mixing Ratio of 4:1
120V / 60Hz / 2A  / 1Ph

NEMA 5-15P line cord included.
6.5" x 11.75" x 9.625"

(17 cm x 30 cm x 25 cm)
9.75" x 14.25" x 13.25"
(25 cm x 36 cm x 34 cm)

19 lbs.
(8.6 kg)

2001-002
Double Pump

Mixing Ratio of 5:1
120V / 60Hz / 2A  / 1Ph

NEMA 5-15P line cord included.
6.5" x 11.75" x 9.625"

(17 cm x 30 cm x 25 cm)
9.75" x 14.25" x 13.25"
(25 cm x 36 cm x 34 cm)

19 lbs.
(8.6 kg)

2001-003
Double Pump

Mixing Ratio of 4:1
120V / 60Hz / 2A  / 1Ph

NEMA 5-15P line cord included.
6.5" x 11.75" x 9.625"

(17 cm x 30 cm x 25 cm)
9.75" x 14.25" x 13.25"
(25 cm x 36 cm x 34 cm)

19 lbs.
(8.6 kg)

Plumbing:  50 psi maximum inlet pressure, not for use with 
reverse osmosis (RO) water systems.  Requires a ¾” female 
GHT connection with 11 ½ TPI.

OPTIONS
Pre-drilled Holes (90380) - Drilling charge per bowl for new pre-mix machines
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